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PROPOSED LS| 20'—0" HIGH LIGHT POLES ARE TO BE ROUND, TAPERED 3] 6
VO STEEL BRONZE COLOR. LIGHTING FIXTURE SHALL BE "SHOE BOX” TYPE. m
. SUPER METAL HALIDE TYP. *CONTRACTOR TO ENSURE NO CONFLICT WITH m <
UNDERGROUND UTILITIES. LIGHT DUTY POLE BASE I I I I L
VICINITY MAP PROPOSED LS| 20'~0” HIGH LIGHT POLES ARE TO BE ROUND, TAPERED ~
N.T.S. STEEL BRONZE COLOR. LIGHTING FIXTURE SHALL BE "SHOE BOX” TYPE. m o
SUPER METAL HALIDE TYP. *CONTRACTOR TO ENSURE NO CONFLICT WITH L
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HANDICAP PARKING PROVIDED 2 SPACES GROUND AND FLOOR SURFACES ALONG ACCESSIBLE ROUTES AND IN | o X i |’I ID_: L LLI 1
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ENSURE T.A.S. COMPLIANCE: 29 .
1. ROAD SIGN AND BASE ARE BY THE SIGN CONTRACTOR. CONDUIT AND AN ACCESSIBLE ROUTE WITH A RUNNING SLOPE GREATER THAN 1:20 IS A £o R 5 PARKING SPACES R 6 PARKING SPACES I
WIRING ARE BY THE GENERAL CONTRACTOR. SIGN CONTRACTOR IS RAMP AND SHALL COMPLY WITH/T.A.S. REQUIREMENTS. NOWHERE SHALL Nol © 10'-0" EA. 50'-0" S @ 10'-0" EA. 60’0
RESPONSIBLE TO COMPLY AND TO CONFORM WITH THE SOILS REPORT THE CROSS SLOPE OF AN ACCESSIBLE ROUTE EXCEED 1:50 & s \ 4 PARKING SPACES _ PROFESSIONAL SEAL
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3. PROPOSED UTILITIES ARE SHOWN IN SCHEMATIC ONLY. EXACT LOCATION g1 o W W W o
SHALL BE DETERMINED BY GENERAL CONTRACTOR FOR MOST ECONOMICAL . R R R R R
FINISH FLOOR ELEVATIONS AT DOOR. RE: CMIL. I I
INSTALLATION. RE: CIVIL DOCUMENTS. FLOOR OR LANDING ON EACH SIDE OF DOORS ARE AT THE SAME ELEVATION o gl 1\m|2 5\ m|6 9|m|10 13| m14 17\m|18 |
ON EACH SIDE OF THE DOORS. LANDING SHALL BE LEVEL EXCEPT THAT 45'-0" S @ — — R
4. THE GENERAL CONTRACTOR SHALL COORDINATE WITH ALL UTILITY EXTERIOR LANDINGS MAY HAVE A SLOPE NOT TO EXCEED 1/4 UNIT VERTICAL 28 1 - _ B
COMPANIES TO DETERMINE EXACT POINTS OF SERVICE CONNECTION AT IN 12 UNITS HORIZONTAL (2% SLOPE) AS PER T.A.S. REQUIREMENTS. il W P P o |
EXISTING SITE UTILITIES. REFER TO THE BUILDING ELECTRICAL AND | |g|  cvemn<(g = S q qal |
PLUMBING SHEETS FOR UTILITY SERVICE ENTRANCE LOCATION, SIZE, AND /'@ .‘?l COLUMNS
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ENSURE T.A.S. COMPLIANCE: L_© NN — 1]
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5. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE BENCHMARK AND OR POWER—ASSISTED SHALL BE AS T.A.S. REQUIREMENTS. THE FLOOR OR 320 320 320 320 12-0 LICTENSE.lcEXP.: ?1_§0_%§
MUST BE VERIFIED BY THE GENERAL CONTRACTOR AT GROUNDBREAK. GROUND AREA WITHIN THE REQUIRED CLEARANCES SHALL BE LEVEL AND
CLEAR. ENSURE ENTRY DOORS FROM THE EXTERIOR ARE LEVEL NOT TO
6. FINISH WALK AND CURBS ELEVATIONS SHALL BE 6” ABOVE FINISH EXCEED 1:50 CROSS SLOPE IN ANY DIRECTION. DRAWINGS ISSUED FOR:
PAVEMENT ELEVATION SHOWN. RE: CIVIL DOCUMENTS.
NOTES: 05-31-22 | OWNERS APPROVAL
7. ALL LANDSCAPED AREAS SHALL BE ROUGH GRADED TO 3" BELOW TOP CONTRACTOR TO STAKE OUT ALL CORNERS OF BUILDINGS, ALL MAJOR SITE 3 07-14-22 | 60% PRELIMINARY REVIEW
OF ALL WALKS, CURBS, AND PAVEMENT WITHOUT CURB. FINISH GRADING, AND BUILDING COMPONENTS, ALL COLUMN LOCATIONS AND WATER EASEMENT - -

PRIOR TO COMMENCEMENT OF ANY OTHER WORK. VERIFY THAT NO 07-20-22 | PROGRESS PRINT

LANDSCAPING AND SPRINKLER SYSTEM (IF APPLICABLE), ARE BY THE
( ) NON—SPECIFIED COMPONENTS FALL INSIDE THE WATER EASEMENT. ALL 08—11—22 | 90% PRELIMINARY REVIEW

OWNER. RESERVED SYMBOLS ARE TO BE PAINTED "INTERNATIONAL RESERVED BLUE”,
08-22-22 | PROGRESS PRINT

ALL ER STRIPING AND ADJACENT ACCESS AISLES IS BE PAINTED .
8. LOT LIGHTING CONCRETE FOOTINGS TO COMFORM WITH THE SOILS o TRIPI NT AISLES 1S TO INTED WHITE
REPORT RECOMMENDATIONS FOR THIS PARTICULAR SITE. - -

08-25-22 | 100% PERMIT SUBMITTAL

N15°31'38"E -494.70'

NOTE: 10-31-22 | LOW VOLTAGE REVISIONS

9. STATE DEPARTMENT OF HIGHWAYS AND PUBLIC TRANSPORTATION A. ALL (NEW) TELEPHONE AND CABLE TELEVISION UTILITY LINES AND ALL 12—19-22 | PERMIT RESUBMITTAL

ELECTRIC UTILITY LATERAL AND SERVICE LINES AND WIRES SHALL BE PLACED
UNDERGROUND, EXCEPT AS OTHERWISE HEREIN PROVIDED.

APPROVED STRIPING SHALL BE USED WHEREVER INDICATED. FINAL PRINT

10. THE GENERAL CONTRACTOR SHALL RUN A ROTO—-ROOTER THROUGH

B. WHERE EXISTING OVERHEAD ELECTRICAL SERVICE EXISTS, ELECTRIC UTILITY
SERVICE LINES FOR STREET OR SITE LIGHTING SHALL BE PLACED
UNDERGROUND.

SEWER LINES THAT CONNECT TO A CITY MAIN PRIOR TO OPENING DAY. SCOPE OF THE DOCUMENT

This drawing indicates the general scope
of the project in terms of architectural
design concept, the dimensions of the
I building, the major architectural elements
and the type of structural, mechanical

11. ALL DIMENSIONS SHOWN ARE FROM FACE TO FACE OF CURB UNLESS

SHOWN OTHERWISE. RE: CIVIL DOCUMENTS. C. ALL ELECTRICAL, CABLE TELEVISION, AND TELEPHONE SUPPORT

EQUIPMENT (TRANSFORMERS, AMPLIFIERS, SWITCHING DEVICES, ETC.)

12. ALL CURBS AND WALKS ARE TO HAVE EXPANSION JOINTS EVER
20'—0" MAXIMUM. RE: CIVIL DOCUMENTS.

13. CONTRACTOR TO ERECT ORANGE CONSTRUCTION FENCING AROUND ALL
EXISTING LANDSCAPING AND TREES (OUT TO THE DRIP LINE). THIS
FENCING MUST BE INSTALLED PRIOR TO COMMENCING CONSTRUCTION AND
MUST BE MAINTAINED PRIOR TO COMMENCING CONSTRUCTION AND MUST
BE FOR THE DURATION OF CONSTRUCTION.

14. CONTRACTOR TO COORDINATE ALL WORK OUTSIDE THE PROPERTY
LINES WITH ADJACENT PROPERTY OWNER.

ON-SITE STRIPING NOTE:

ALL PAVEMENT MARKINGS SHALL BE AEXCEL GORILLA STRIPING.

https://www.aexcelcorp.com/products/traffic—paint/products/
the—original—gorilla—acrylic—zone—marking—paint

PARKING STRIPING

HANDICAP PARKING

CROSS STRIPED PAVEMENT AREAS
STOP BARS

DIRECTIONAL ARROWS

FIRE LANE STRIPING

WHEEL STOPS

TXDOT STRIPING SHALL BE THERMOPLASTIC PER DOT STANDARD
REQUIREMENTS AND SPECIFICATIONS. THIS APPLIES TO ALL TXDOT
DRIVEWAYS AND ROADWAYS MARKINGS.

NECESSARY FOR UNDERGROUND INSTALLATIONS IN SUBDIVISIONS SHALL BE
PAD MOUNTED OR PLACED UNDERGROUND IN A PUBLIC UTILITY EASEMENT
RATHER THAN A RIGHT—OF—WAY.

NOTE:

ALL EXTERIOR LOUVERS, EXHAUSTS, VENTS, FANS, FLASHING, PANEL
BOXES, SWITCHGEAR, CONDUIT, ELECTRICAL GUTTERS, BOLLARDS,
ETC. SHALL BE PAINTED TO MATCH ADJACENT SURFACES OF THE
BUILDING.

+426'—11"

U.S. HIGHWAY NO. 281

PROPOSED
45'-0"
DRIVEWAY

+52'-1"

NOTE:

SIGNAGE NOTES:

ALL SIGNAGE (INDOOR AND OUTDOOR) WILL BE PERMITTED
THROUGH SIGNS ADMINISTRATION AND ARE NOT PART OF

THESE DRAWINGS.

REFER TO CIVIL DRAWINGS FOR
PLUMBING AND FIRELANE SHEETS.

NOTE:

NOTE:

IF RAMPS ARE REQUIRED, CONTRACTOR TO ENSURE THEY

MEET ADA REQUIREMENTS.

DETAILS.

REFER TO CIVIL DRAWINGS FOR SLAB

SITE PLAN - ARCHITECTURAL

SCALE: 1:40
RE: SURVEY

TOTAL LAND AREA: 5.8 ACRES (252,662 SQ. FT.)

GENERAL NOTE:

COORDINATE SITE DRAWINGS WITH CIVIL DRAWINGS.

electrical systems. As scope documents,
the drawings do not necessarily indicate
or describe all work required for full per—
formance and completion of the re—
quirements of the Contract Documents.
On the basis of the general scope in—
dicated or described, the contractor shall
furnish all items required for the proper
execution and completion of the work.
These drawings shall not be used for cons—
truction unless DATED and noted as
ISSUED FOR CONSTRUCTION WORK.
The information, details and drawings shown
by this document can not be reproduced, copied
or photocopied in a similar manner without the
expressed written consent from the owner,
INTERPLAN ARCHITECTS, INC.
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